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   ALL-IN-ONE ENERGY SYSTEM

 VICTRON MULTIPLUS II INVERTER 3 000 VA 

INVERTER/CHARGER 
Power control Yes 

Power assist Yes 

Maximum AC input current 32 A 

Transfer switch 32 A 

INVERTER 
DC input voltage range 38 - 66 V 

Output voltage 230 VAC ± 2 % 

Output frequency 50 Hz ± 0,1 % 

Cont. output power at 25°C 3 000 VA 

Cont. output power at 25°C 2 400 W 

Cont. output power at 40 °C / 65 °C 2 200W / 1 700W 

Max apparent feed-in power 2 500 VA 

Peak power 5 500 W 

Maximum efficiency 95 % 

Zero load power 11 W 

Zero load power in AES mode 7 W 

CHARGER 

AC Input Input voltage range: 187-265 VAC 
Input frequency: 45 – 65 Hz 

Charge voltage 'absorption' 55.2 V 

Charge voltage 'float' 54.0 V 

Max battery charge current 35 A  0.2C DVCC 

 LITHIUM IRON PHOSPHATE BATTERY 

 PV SPECIFICATIONS 
With the addition of a “DC Attachment 150-250/70-48” unit, 
the following would be applicable: 

MPPT 150-250/70-48 

Max input voltage from PV 150/250 VDC 

Max (A) supplied by solar & grid 100 A 

Recommended (A) supplied by solar & 
grid simultaneously 

70 A 

Max solar array 3 240 Wp 

GENERAL 
Programmable relay Yes 

Protection a - g 

VE.Bus communication port 
For parallel and three phase 

operation, remote monitoring and 
system integration 

Remote on-off Yes 

General purpose com. port Yes, x2 

Operating temp. range -40 to +65 °C (fan assisted cooling)

Humidity (non-condensing): max 95 % 

PRODUCT PRODUCT CODE 

PREMIUM ENERGY SYSTEM PRLEVEL3 

5.120 kWh LiFePO₄ 

Rated voltage 51.2 VDC 

Nominal capacity 100 Ah 

Standard charge current 70 A 

Wh capacity at 100% 5 120 Wh 

Max charge current 100 A 

Max charge voltage 56 VDC 

Max discharge current 100 A 

Standard discharge current 50 A 

Discharge cut-off voltage 48V at 30A-50A 

Expected lifecycle Greater than 3000 @ 
0.2C discharge & 90% SOC 

HEIGHT WIDTH DEPTH WEIGHT 

880mm 700mm 250mm 83kg 

PLEASE NOTE: The above configuration can be 
multiplied according to the load consumption 

pattern. Please enquire for design details. 

VICTRON 3KVA + 5KWH


